This table just represents a sample of the computed intervals of three motes for three cases: 
Case 1: beacons were sent each 1 second (1024 ms)
Case 2: beacons were sent each 2 second (2048 ms)
Case 3: beacons were sent each 4 second (4096 ms
	Case 1 
	Case 2 
	Case 3

	M2
	M3
	M4
	M2
	M3
	M4
	M2
	M3
	M4

	t2i+1 - t2i
	t3i+1 - t3i
	t4i+1 - t4i
	t2i+1 - t2i
	t3i+1 - t3i
	t4i+1 - t4i
	t2i+1 - t2i
	t3i+1 - t3i
	t4i+1 - t4i

	1026
	1026
	1028
	2050
	2050
	2048
	4098
	4098
	4098

	1017
	1017
	1017
	2041
	2041
	2043
	4089
	4089
	4089

	1021
	1021
	1021
	2045
	2045
	2048
	4093
	4093
	4093

	
	
	
	
	
	
	
	
	



	
	Case 1
	Case 2
	Case 3

	
	M2
	M3
	M4
	M2
	M3
	M4
	M2
	M3
	M4

	STDEV of 80 sent beacons
	4.04
	4.38
	4.23
	4.25
	4.29
	4.02
	3.93
	4.20
	4.26

	AVGERAGE
	1024.09
	1024
	1024
	2047.93
	2047.95
	2047.98
	4096
	4096.03
	4095.98



